The Information contained in this drawing Is the sole properly of CWS Coll Winding Specialist.
Any reproduction In part or whole without written permission of CWS Coll Winding Speclalist Is prohibited.

REVISION HISTORY

REV

ECN

SIGN & DATE

DESCRIPTION

EP FORM0005 REV 3 10/01

BY DATE CHK DATE
B1 UPDATED SCHEMATIC & DESCRIPTION TN | 04/10/18 | JL |04/10/18
¢} /L Y Y Y\ c UPDATED DESCRIPTION N [03/31/21 | Ju |03/31/21
800 Q
50Q BALANCED 1.81 [46.00]
Aﬂ Y Y\
SCHEMATIC * o| |5 iF ) CHASSIS (GND)
6 BUILT TO ROHS COMPLIANCE 2 ©.170 [04.32] THRU. °
TO A 50 Q UNBALANCED LINE. (FOR #8 SCREW) : / RF CONNECTOR
WITH 800 Q UNBALANCED LOAD
FOR OFF—CENTER FED ANTENNAS 2x TERMINAL TOP VIEW &
5  APPLICATIONS: w.mﬂ,\_mm.j_
WHERE SHOWN 2x m._“\_ﬂmwﬁ_ |— .
B MARK PART NUMBER AND REVISION . o
® ® ® *
EFFICIENCY = 97% S8 3.60 [91.44]
POWER RATING: 1 KW CONTINUOUS, 2 KW PEAK. WE © ® @Q@ 8- MAX.
FREQUENCY RANGE: 1.70 MHz TO 22 MHz 4
CERAMIC FEED—THROUGH POSTS
BALANCED/UNBALANCE OUTPUT: 800 0 | 5.53 [140.46] —m=| SIDE VIEW
UNBALANCED CO—AXIAL INPUT: 50 Q S0239 e
BOTH CURRENT & VOLTAGE BALUN 6.76 [17.70]
IMPEDANCE MATCH RATIO: 1:16 FRONT VIEW QTY _ CODE _ MFG. P/N _ DESCRIPTION ITEM
3 SPECIFICATIONS: —_— IDENT . BARTS [IST NO.
AUTOCAD X . CWS Coil Winding Specialist Inc.
. SOLIDWORKS www.coilws.com
WIRE: UL RECOGNIZED 200°C RATED MAGNET WIRE UNLESS OTERWSE SPECHID <on e | sales@coilws.com Ot 5o865. Udn
CWS BYTEMARK OR OTHER APPROVED PART owEvsonne o e — —L
CORE: COATED FERRITE TOROID, K MATERIAL . AK__| 5/18/13 Transmission Line Transformer
AND [MILIMETERS]. WO ot [g/16/13 For Balanced and Unbalanced Load
MATERIAL: UL RECOGNIZED 94V—0 FOR FLAMMABILITY TOLERANGE. INCHES: 50Q:800Q
002010 xx=x.020 J=2030'| NR g | g /16715
NOTES: UNLESS OTHERWISE SPECIFIED, READ TEXT FROM BOTTOM UP. OCEACE MRS getors0r SIZE. | DHG. K. REV
o oo gz | ©_[on3]B|  BAL-U-800 C
DO NOT SCALE DRAWING SCALE NOT_TO_SCALE _w_._mm._. 1 oF 1
CAD—FILE:




